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Shunt units

Object:	 ........................................................................................................................................................

Contract:	 ........................................................................................................................................................

Site:	 ........................................................................................................................................................

House / part:	 ........................................................................................................................................................

TTM SHUNTOPAC® UX 20-200 system divider shunt
Operating and maintenance instructions
TTM Shuntopac® UX 20-200 is a system divider for heating 
or cooling system used where different media, pressures 
and temperatures in primary and secondary circuits are 
desired to be hydraulically separated.  
Specific applications include plants for ground heating. 

TTM Shuntopac® UX 20-200 system divider shunt is  
available with connection dimensions from DN 20 to DN 
200 as standard, delivered with each circuit and heat  
exchanger dimensioned for the current flow.

The shunt unit can be equipped with several components of 
any make and a number of different coupling alternatives.

The heat exchanger is mounted at the front of the shunt 
unit which simplifies maintenance. Designed according to 
the configuration for each shunt unit.

TTM Shuntopac® UX 20-200 is CE marked in accordance 
with manufacturer’s declaration 2B according to the Machi-
nery Directive and is environmentally assessed. 
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TTM SHUNTOPAC® UX 20-200  

Primary side - VP

•	 Open the control valve S for flow from the primary side.

•	 Measure the pressure drop between measuring points 	
	 1 - 2 on the adjustment valve R1. Read the flow in 		
	 diagrams or directly on the instrument for the 		
	 current valve.

•	 If necessary, adjust the flow with the pump			
	 capacity control and / or on the adjustment valve.

•	 Available differential pressure for the primary side of 		
	 the shunt is obtained between 1 - 3.

Secondary side - VS 

•	 Close the control valve S for flow from the primary side.

•	 Measure the pressure drop between measuring points 	
	 4 - 5 on the adjustment valve R2. Read the flow in  
	 diagrams or directly on instruments for the current valve.

•	 If necessary, adjust the flow with the pump’s capacity 	
	 control and / or on the balancing valve.

•	 The pressure drop in the secondary side of the  
	 connected object is obtained by measuring the 		
	 differential pressure between 4 - 6.

•	 The pump head is obtained between 6 - 7.

ADJUSTMENT

VS
VP

1
2 3 7

4
5

AVT

6 R2R1

S

Draining
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TTM SHUNTOPAC® UX 20-200  

PUMPS

ARMATURES

To ensure good heat transfer in ventilation batteries and radiator systems and to avoid freezing,  
a circulation pump is built into every TTM Shuntopac®. The circulation pump is an important  
component in the plant and requires continuous supervision.

•	 The circulation pump must NOT, regardless of construction, be run without the pipe system  
	 being filled with water.
•	 Circulation pumps, especially with  wet engine, are sensitive to dirt. Therefore, ensure that the  
	 piping system is flushed before commissioning.
•	 Ensure that the circulation pump with 3-phase motor is connected so that the  
	 direction of rotation is correct.
•	 Note that the circulation pumps can be fitted with capacity control in several ways.

Shut-off valves
TTM Shuntopac® divider shunt is equipped with shut-off devices with connections on all pipe  
connections to facilitate disassembly and service. During reassembly all threads and seal faces  
must be lubricated with oil.

Adjustment valves - static valves
These are normally mounted in the return line. With their help, the amount of water can be  
adjusted and controlled with a differential pressure instrument, see adjustment instructions.

Control valve
It is mounted between flange joints for easy service and interchangeability. The valve is a seating 
type, where the spindle has a reciprocating motion. In its end position ”closed”, the control cone  
seals metallically against a seat.To avoid costly energy losses; check that the valve motor closes  
properly and that dirt has not stuck to the seat.
If a 3-way control valve is used, the actuator must be mounted before filling the system.

Heat exchanger
The oldered heat exchanger can be delivered of any make and type. Delivered as standard
made by SWEP.
    
    NOTE!
    For complete instructions regarding operation and maintenance of pumps 
    and armatures, we refer to the manufacturer data sheet.
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TTM SHUNTOPAC® UX 20-200  

Flow too low
the primary side

Check that all valves are 
open.

Check that pipes, pump, 
valves and heat  
exchanger not are 
clogged with gravel, 
welding slag, etc.

Ventilate the system.
 
Check that sufficent water 
pressure is obtained from 
the main pump.

Flow too low
the primary side

Check that all valves are 
open.

Check that pipes, pump, 
valves and heat  
exchanger not are 
clogged with gravel, 
welding slag, etc

Ventilate the system.
 
Check that sufficent water 
pressure is obtained from 
the main pump.

Flow too low
the secondary side

Check that all valves are 
open.

Check that pipes, pump, 
valves and heat  
exchanger not are 
clogged with gravel, 
welding slag, etc

Ventilate the system.

Check that a sufficient 
pressure set is obtained 
from the circulation pump.

Flow too low
the secondary side

Check that all valves are 
open.

Check that pipes, pump, 
valves and heat  
exchanger not are 
clogged with gravel, 
welding slag, etc

Ventilate the system.

Check that a sufficient 
pressure set is obtained 
from the circulation pump.

To high ∆t between
supply and return

The power output is larger 
than calculated, e.g. due 
to too high air volume. 

Flow lower than calcula-
ted; check according to 
adjustment instructions.

To high ∆t between
supply and return

The power output is larger 
than calculated, e.g. due 
to too high air volume. 

Flow lower than calcula-
ted; check according to 
adjustment instructions.

Heat transfer when 
valve is closed

With manual operation, 
check that the control 
valve closes comple-
tely.

Check that the valve 
sealing surfaces are 
free of deposits.

The temperature of 
outgoing heat cannot be 
as high as incoming hot 
water*

a) The circulation pump 
works with too high a 
capacity. Return water from 
the secondary side is mixed 
in via the non-return valve 
line. Adjust the flow ac-
cording to the adjustment 
instructions.

b) The flow on the primary 
side is too low. Adjust 
the flow according to the 
adjustment instructions.

TROUBLESHOOTING - Shunt units for heating systems

* In some systems temperatures may vary, for example underfloor heating coils.

Cooling transfer 
when valve is closed

With manual operation, 
check that the control 
valve closes comple-
tely.

Check that the valve 
sealing surfaces are 
free of deposits.

The temperature of 
outgoing cooling cannot 
be obtained as low as 
incoming cooling water*

a) The circulation pump 
works with too high a 
capacity. Return water from 
the secondary side is mixed 
in via the non-return valve 
line. Adjust the flow ac-
cording to the adjustment 
instructions.

b) The flow on the primary 
side is too low. Adjust 
the flow according to the 

TROUBLESHOOTING  - Shunt units for cooling systems

* In some systems temperatures may vary, for example underfloor cooling baffle.


