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Airing  
the system fluid

Lowers operating  
costs

Increases heating and cooling 
efficiency in HVAC systems

TTM MAG 210 A
Air separator

TTM MAG 210 A is an air separator that effectively 
separates free air and microbubbles from the system 
fluid. The body is made of painted steel and
is delivered with or without insulation.

Overview
Dimensions: 	 DN50 – DN150
Pressure class: 	 PN10
Media temp.:	 0 – +110 °C (uninsulated)
		  0 – +100 °C (insulated)
Material: 	 Steel
Connection: 	 Flanges, according to EN 1092-1
Surface-treated: 	 Painted

Area of use
TTM MAG 210 A can be installed in both heating and 
cooling systems in which free air/microbubbles occur 
in the system fluid. The separator work preventively, 
which contributes to: 

• 	 improved heat transfer
• 	 improved functional reliability of the system
• 	 more efficient maintenance, cleaning and venting
•  	extended life of the system components.
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Model	 Connection	 Pressure	 Temperature	 Material	 Flow	 Dimensions (mm)	 Art. no. 	
without insulation 		  class	 °C	 (housing)	 (Max m3/h)	 W x H x D

MAG 210 A 50F	 DN 50 Flange	 PN10	 0 – +110	 Steel	 9.2	 344 x 623 x 178	 510 789	

MAG 210 A 65F	 DN 65 Flange	 PN10	 0 – +110	 Steel	 15.5	 344 x 623 x 178	 510 796	

MAG 210 A 80F	 DN 80 Flange	 PN10	 0 – +110	 Steel	 23.5	 511 x 763 x 283	 510 802	

MAG 210 A 100F	 DN 100 Flange	 PN10	 0 – +110	 Steel	 36.8	 511 x 763 x 283	 510 819 

MAG 210 A 125F	 DN 125 Flange	 PN10	 0 – +110	 Steel	 60.6	 580 x 888 x 364 	 515 470 

MAG 210 A 150F	 DN 150 Flange	 PN10	 0 – +110	 Steel	 89.8	 580 x 888 x 364 	 515 487 

Model	 Connection	 Pressure	 Temperature	 Material	 Flow	 Dimensions (mm)	 Art. no. 	
with insulation 		  class	 °C	 (housing)	 (Max m3/h)	 W x H x D		

MAG 210 A 50FI	 DN 50 Flange	 PN10	 0 – +100	 Steel	 9.2	 344 x 623 x 208	 510 826	

MAG 210 A 65FI	 DN 65 Flange	 PN10	 0 – +100	 Steel	 15.5	 344 x 623 x 208	 510 833	

MAG 210 A 80FI	 DN 80 Flange	 PN10	 0 – +100	 Steel	 23.5	 511 x 763 x 313	 510 840	

MAG 210 A 100FI	 DN 100 Flange	 PN10	 0 – +100	 Steel	 36.8	 511 x 763 x 313	 510 857 

MAG 210 A 125FI	 DN 125 Flange	 PN10	 0 – +100	 Steel	 60.6	 580 x 888 x 394 	 515 531	  

MAG 210 A 150FI	 DN 150 Flange	 PN10	 0 – +100	 Steel	 89.8	 580 x 888 x 394 	 515 548	

TTM MAG 210 A - Air separator

TTM MAG 210 A separates air and microbubbles from the 
system fluid during continuous operation. When the system fluid 
passes through the house, the fluid flow speed is reduced. The 
gases are released and accumulated at the top of the separator 
that is regularly emptied when the pressure increases.

TTM MAG 210 A 
Pressure drop diagram
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